I Non-Dimmable

TEC

Q4 Series

Constant Voltage LED Driver

LEDIEEIXREE

Features:

- Independent compact design
- Easy press cable lock

- Captured terminal screws

- Protections: apencircuit, shortcircuit, overload, overtemperature
- Simple installation

- SELV equivalent

- Protection class II
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% Parameters:
Model No. Input Max. Output Output Power Efficiency No-load Ambient  Max.casing  Isolation  Dimensions Weight
voltage output voltage current factor full load power temperature temperature LxWxH
s e & iR BiHB& RILLEBTR ERE PUES THINK WRRE BRAINTRE =) Ry 2
(V) (W) (V) (A) () (%) (W) ta (°C) te (°C) (mm) (g)
Q4-12V-6W  220-240 6 12 0-05 0.55C 75 <0.3 -20..450 80 SELV 81x39x22 50
Q4-12V-12W  220-240 12 12 0-1.0 0.80C 80 <0.3 20..+50 80 SELV 98x39x22 60
Q4-12V-20W  220-240 20 12 0-17 0.80C 82 <0.3 20..+50 80 SELV 113x44x28 100
Q4-24V-6W  220-240 6 24 0-0.25 0.55C 78 <0.3 20..+50 80 SELV 81x39x22 50
04-24V-12W  220-240 12 24 0-050 0.80C 82 <0.3 20..+50 80 SELV 98x39x22 60
Q4-24V-20W  220-240 20 24 0-0.83 0.80C 83 <0.3 -20..450 80 SELV 113x44x28 100
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Constant Voltage LED Driver



